Radiator Drainage on 
1937 Cars 

In the 1937 models, it is especially 
•important to make certain, when 
draining the cooling system, that the 
cylinder block, as well as the radiator, 
is completely emptied. A listing of the 
number of drainage points and their 
locations is furnished in “Lubrication 
and Maintenance,” as follows: 

BUICK—2 points. A pet cock on the 
right side of the block toward the rear 
and one at the bottom of the radiator. 

CADILLAC V-12 and V-16—1 point. A 
valve just below the water pump. 

CADILLAC V-8— 3 points. A drain 
cock at the bottom of each cylinder group 
and one just below the water pump. 

CHEVROLET—2 points. One on the 
bottom of the radiator and one on the 
lower left side of the cylinder block. 

CHRYSLER GROUP (Chrysler, De 
Soto, Dodge, Plymouth)—2 points. A 
drain cock in the bottom of the radiator 
tank and one at the lower edge of the 
water jacket on the left side of the 
engine. 

CORD—3 points. A drain cock on the 
water inlet pipe at the bottom of the 
radiator on the right side, and a winged 1 - 
head drain plug in the middle of the 
water jacket on each bank of cylinders. 

FORD “60”—4 points. One on each 
side of the cylinder block near the front, 
and one on each side of the bottom of 
the radiator. 

FORD “85”—2 points. One on each 
side of the bottom of the radiator. 

GRAHAM—2 points. One on cylinder 
block and one on the bottom of the 
radiator tank. (Super-charged models 
have one on the bottom of the radiator 
and one on the “cross-over” from the 
super-charger to the manifold.) 

HUDSON and TERRAIPLAINE — 2 
points. A petcock at the bottom of the 
radiator on the left side and a pipe plug 
in the cylinder block on the left side at 
the rear of the cover plate. 

LINCOLN' V-12i—1 point. A petcock 
on the lower inlet elbow of the water 
pump. 

LINCOLN ZEPHYR—3 points. A plug i 
on the bottom of the radiator on the left ! 

side and one at the forward end of each 
cylinder bank just below the water 
pump. 

NASH (except Nash “8”)— 1 point. A 
plug at the bottom of the radiator. The 
Nash “8” has an additional plug at the 
lower left rear of the cylinder block. 

OLDSMOBILE—2 points. A drain plug 
on the left side of the cylinder block 
and one in the bottom of the radiator. 

(PIERCE ARROW—1 point. A drain 
plug in the bottom of the radiator. 

PACKARD “120” and “6” —2 points. 
Plug at the rear of the cylinder block 
and a valve in the radiator on the lower 
outlet casting. 

PACKARD SUPER 8—1 point. Valve 
on lower rear face of the oil tempera¬ 
ture regulator housing on the left side 
of the engine. 

PACKARD “12”—4 points. Valve at 
the bottom of the water jacket on each 
bank of cylinders; another valve in the 
radiator on the lower outlet casting; and 
a petcock on the bottom of the con¬ 
denser tank. 

PONTIAC—2 points. Drain cock on 
lower corner of radiator and one on the 
left side of the engine at the lower edge 
of the water jacket. 

STUDEBAKER—2 points. A valve in 
the bottom of the radiator and a drain 
plug in the left rear side of the cylinder 
block. 

WILLYS—2 points. One plug in the 
bottom of the radiator and another in 
the right side of the forward end of 
the cylinder block. 







